
PERFECT LABELERmade in
Taiwan

Your Label- Serviced by LEBAL

High Speed Exchange
Labeling Machine

adhere promotion labels and ID labels
on Various Containers
with Pressure-sensitive Label 

Max. Speed 1600 bpm
Main action and Vice-action co-operate perfectly to accomplish speedy labeling without loss.
SEL1600 has the honor of being adopted by Swire Coke-cola (Kaoshiung, Taiwan).

Metal
cans

Square
bottles

Round
bottles

Irregular
bottles

Oval
bottles

Applications:
For chemical, petroleum, beverage, 
food, wine, and oil...etc.
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from client
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LEBAL TRADING CO., LTD.
ADD: 32846 No.136-1, 8 Neighbor, LunPing Village, 

GuanYing Township,TaoYuan County, Taiwan.
TEL: +886-3-4081288  FAX: +886-3-4081866

e-mail: LEBAL.TAIWAN@gmail.com
Website: www.e-lebal.com

2008.04 version

Labeling-Speed 

Technical Specifications

Containers
Shape

Material

Size

Oval/round/flat/square/irregular bottles

0~120 m/min.  Max 1600 BPM.

Model SEL-600 SEL-800 SEL-1200 SEL-1600
600 800 1200 1600Speed(BPM)

all kinds, ex. plastic, glass, metal, fiberboard

50mmx50mmx50mm~300mmx150mmx350mm

Labels
Material

Length&Width Range
Pressure-sensitive(self- adhesive) Label

25mm~45 mm

Core out dia

Unwinded wheel out dia
φ76 mm

φ400 mmPower/Air Consumption
Power Supply
220 /380 V, 50/60 Hz, 4.2KW

*Options: Transparent label sensor
*Special case is available.
*Specification & design are subject to change without notice.
*                                trade mark belongs to LEBAL Trading co.,ltd. All rights must be reserved and authorized
 by LEBAL Trading co.,ltd. The labels of bottles shown inside the catalog are owned by every affiliated
 company.

Machine size
L3800mm x W1500mm x H1100mm(conveyor height)
Weight: N. 480kg; G. 580kg

High Speed Exchange 
Labeling Machine

SEL-series

Main action

Vice-action

■While detec ng loss 
and rupture of label on 

main ac on, vice-
ac on could patch up or 
take over automa cally.
■A er fault resolved, 

labeling work should be 
switched back to main ac on 

manually.
■When label-roll is exhausted, 

labeling work would be 
exchanged automa cally.
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